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HÖRBIGER-VALVE                                                        TYPE EVN 2.0

Description
Valves for indoor relief of explosion pressure by alu-
minium lamellas, whereby cooling takes place and 
thus preventing flame spread.

Construction
•	 Activation	by	spring
•	 Flame	cooling	by	aluminium	lamellas
•	 May	be	used	for	Kst	=	300	bar	m/sec	and	Pmax	

=	10bar
•	 Min.	temperature:	-20°C
•	 Max.	temperature:	+80°C
•	 Room,	 where	 relieved,	 must	 as	 a	 minimum	 be	

300	times	larger	as	raw	air	volume	in	filter	unit
•	 Is	tested	with	following	dust	groups	according	to	

EN	16099:	plastics,	resins,	 toners,	sugar	(melt-
ing	dusts),	wood,	MDF,	flock,	cellulose	(fribrous			
dusts), coal and peat 

•	 Valve	 size	 must	 be	 calculated	 for	 specific	 unit	
incl.	Kst	og	Pmax

•	 May	not	be	used	for	metal	dust	explosion
•	 Valve	may	be	used	after	an	explosion
•	 Safety	distance	for	valve:
	 -	radially:	2.5m
	 -	axially:	1.5m
•	 Delivered	incl.	detection	switch

Application
•	 Protects	unit	parts	at	explosion	by	relieving	pres-

sure and cooling the flame that thereby is extin-
guished. Normal use indoor.

Technical	data:

Relief	pressure: 0.1bar

Max.	Kst: 300bar	m/sec

Max.	Pmax: 10bar

Max.	operating	underpressure: 80,000Pa

Max.	operating	overpressure: 0Pa

Temperature	range: -20°C	-	+80°C

Detection	of	activation: Yes

Room	volume,	where	unit	
relieves:

300	times	larger	
as raw air vol-
ume in unit

Material:
Black steel 
enamelled and 
aluminium

Closed valve Open valve
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Order no. Hörbiger-valve 
Weight

[kg]

10	224	010 Hörbiger-valve	266	EVN	2.0 29

10	224	060 Hörbiger-valve	320	EVN	2.0 37

10	224	110 Hörbiger-valve	420	EVN	2.0 65

10	224	210 Hörbiger-valve	480	EVN	2.0 80

10	224	310 Hörbiger-valve	565	EVN	2.0 115

10	224	410 Hörbiger-valve	645	EVN	2.0 160

10	224	460 Hörbiger-valve	735	EVN	2.0 200

HÖRBIGER-VALVE                                                        TYPE EVN 2.0


